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Electronic Recycling Division
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ELECTRICAL EQUIPMENT PCB CERTIFICATION FORM

	Date:
	     

	Sales Order #: 
	     
	
	Project #: 
	

	Site Name
	     
	
	Project Mgr.:
	     

	Address:
	     
	
	Bill To:

Address
	

	City:
	     
	State:      
	Zip:
	     
	
	
	City:
	
	State: 
	Zip:



	EPA ID#:
	     
	
	EPA ID#:
	     

	Phone:
	                                          Fax:
	
	Phone:
	                                                  Fax: 

	E-mail:
	                                                Cell Phone:
	
	E-mail
	                                                        Cell Phone:

	LINE
	SERIAL#
	MANFACTURER
	MODEL NUMBER
	WEIGHT
	KVA
	TYPE 0F

EQUIPMENT

****


	GAL of OIL
	*DIMENSION
	OIL FILL

Y       N
	OUT OF SERVICE DATE
	**PPM
	*** LAB TEST 

Y           N
	ONYX Profile#
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	* List Dimensions (L x W x H) for ALL Equipment.

** If PPM is unknown assume >500ppm

*** If copies of PCB lab test are not attached, ONYX will conduct PCB lab test at the rate of $125.00 per test.

**** Describe type of equipment:  Pad/pole transformers; fuses; bushings; capacitors; wire/cable; other
	I hereby certify that all information submitted in this and all attached documents contain true and accurate descriptions of the waste and that all relevant information regarding known or suspected hazards in the possession of the generator has been disclosed, including its classification as TSCA, RCRA, non-RCRA or Universal Waste.  I authorize ONYX SPECIAL SERVICES, INC. to obtain a sample from any waste shipment for purposes of re-certification.

Signature:___________________Title__________________________

Printed Name:______________________Date__________________________


SITE ASSESSMENT CONDITIONS

	Ground Conditions:

 (cement, gravel, dirt, snow covered, wet)
	

	Overhead Clearance:

 (trees, power lines, ceiling in way of lifting and moving equipment both inside and outside buildings)
	

	Distance from road to equipment
	

	Survey of land:

 (change in elevation from equipment to loading area)
	

	Location of Equipment :

(inside, outside, in basement, on rooftop)
	

	Crane or forklift accessible
	

	Can unit be reduced in height if over 8’ tall
	

	Can unit be laid down
	

	Equipment needed to move equipment:

(forklift, crane, tools for draining unit, drums for debris or oil)
	

	Do units need to be drained on-site
	

	Special conditions not listed above


	


TRANSPORTATION CAPABILITIES:


A. Semi-Van Trailer:




90” x 90” SIZE LIMIT PER PIECE

5500 # WEIGHT LIMIT PER PIECE

ALL EQUIPMENT MUST BE PALLETIZED AND STEEL BANDED
( 8’-8’6” ) WIDE x  ( 57”)  HEIGHT  x  ( 36’-48’ )  LONG 

B. Flat-Bed:

   

C. Drop-Deck:
 ( 10’5”)




      (8’) WIDE x  (39”) HEIGHT x  (34’) LENGTH

D. Low-Boy:





 (102”) W x  (26”) H x  (29’) L

* PLEASE NOTE:

1. Each truck has a maximum load capacity of 40,000 – 42,000 lbs. 

2. The Height listed for each truck is the distance from the ground to the bed.

3. The maximum height for each load is 13’ 6” from ground level.

4. Most trucks being provided will have secondary containment available.

5. All equipment will be delivered to the Onyx facility in Port Washington, Wisconsin where material will be processed or trans-shipped to a 2nd Onyx facility for processing.

Any equipment exceeding the above size or weight limits will require a special transport permit at an additional cost per load.

LOADING:

1. The generator is to provide all personnel and equipment necessary to load all subject equipment onto the designated vehicle other than a Semi-van trailer.

2. The truck driver will be responsible for managing the loading to maximize space according to DOT requirements.

UNLOADING:

Onyx will be responsible for all unloading, based on all representative information offered by the customer.  In the event equipment arrives that may require special equipment for unloading, the customer will be notified and charged accordingly unless other arrangements have been agreed upon.


