VEOLIA ES TECHNICAL SOLUTIONS, LLC
1275 Mineral Springs Drive, Port Washington, WI 53074

262-243-8900 (Office)

262-284-3775 (Fax)
Packaging Specifications for Ballasts

Veolia ES Technical Solutions, LLC
*Ballasts should be placed in a DOT approved container, such as a 55-gallon steel drum or a 5-gallon pail. 

*Drums are required by law not to exceed 800 pounds gross weight.  Drum weight is approximately 40 pounds.  Therefore, the quantity of ballasts per drum should be:

· No greater than 200 4’ft ballasts

· No greater than  94  8’ft slimline ballasts

· No greater than  68  8’ft HO ballasts

*Drums should be labeled pursuant to applicable U.S. DOT regulations.  Labels can be provided by Onyx Special Services, Inc. 

*Onyx Special Services, Inc. ships empty steel drums with a cover and lip ring with bolt.  Once filled, the cover should be secured to the drum by tightly bolting the lip ring. 

*Information needed to arrange the pickup of ballasts includes:

· Physical location of ballasts (On a loading dock?)

· Whether or not the truck will need a liftgate

· Whether or not a drum dolley will be needed

· Pickup hours

· Do not load full drums of ballasts on nose of un-hitched trailer

